














/1 FITNESS

MUSCLE FITNESS

Builds endurance and
strength, to perform
challenging tasks.

CORE FITNESS

Stabilizes the body
during movement.

CARDIO FITNESS

Keeps heart and lungs
functioning at optimum
levels.

BALANCE AND
FLEXIBILITY

Important for injury
or fall prevention &
muscle fitness.













QUALITY ASPECT UF
FROM

Our factory is only 1 of 5 manufacturers in the world to have been certified

for EN16630 by an international agency.

(EN 16630 - European Safety standard for Permanently Installed
Outdoor Fitness Equipment.)

Powder Coating - Our coats are at least 100 micron thick ensuring longer life
in the parks and better-looking equipment over the years. We only use powder
from Akzo Nobel which is not only UV resistant but also chip proof.

The other striking quality related aspects are as follows:

Use of Jindal C These are the best quality galvanized pipes produced in India
class pipes with unmatched strength & durability.

All pipes are Ensures uniform and smooth galvanized coating with

pre-galvanized. maximum anti rusting properties. Offer durability and
strength.

All sub Overall product of high quality with long life to withstand

attached pipes even rough use.

are from same

producer.

Powder Helps in preventing wear & tear in extreme weather
Coating of conditions. Offers smoother texture & eye appealing effect.
minimum 100 Other producers generally use regular powder coating.
micron Grand Slam Fitness uses only World’s best Akzo Nobel
thickness
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LLDPE plastic
components
used.

(Seats &
accessories)

Effect of LLDPE
plastic
component on
the user body.
Sealed SKF
bearings

Use of ball
bearings at
appropriate
location.
SBR rubber
flooring

Use of

and adhesives
while laying
flooring.

J hook system
grouting

Base of fitness
equipment
fitted into floor.
EN 16630

interlocking pins

These are weather, sun ray & UV resistant. Can withstand
extreme temperature range and drastic condition. Offers
long life to the components compared to competitors who
use PVC material only.

Offers smoother & soft feel with high strength and durability.
The user is more comfortable using LLDPE components than
merely PVC/ABS fittings.

Ensures smoother movement without any chances of mud or
unwanted particles entering the bearings. Results in
negligible maintenance effort with longest life of the fitness
machine.

Allows the desired effect with proper biomechanics at the
desired muscle. Does not cause excessive stretching or jerk
which could cause injury to the user.

Highly durable floor with no maintenance cost & low effort.
All you need to do is to clean the floor with a broom.

This ensures uniform surface with no piece being getting
detached. It also means that the entire floor has to be
removed if needed as single piece cannot be taken apart
from the floor.

Ensures highest level of stability. Ease of installation.

Ensures proper height and correct usage for the general
public.

Safety standard for permanently installed outdoor
equipment

All equipments are designed to meet this standard. This is
only valid international standard in this industry and testing
costs over $25000 per batch.






















 CORE FITNESS
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HORSE RIDER STATION SITUP / TWISTER /
GS131 ARM WHEEL

GS132
Exercise Zone : 67 x 90 x 43"
Available as in-ground mount only

Exercise Zone : 39.5 x 23.5 x 43.5"
Available as in-ground mount only
















 SOME OF OUR CLIENTS AND PARTNERS

JC JC JRVAC

AHMEDABAD

LARSEN & TOUBRO

sneasheft
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OoNGC

JINDAL;

STEEL & POWER S A l

SPORTS AUTHORITY OF INDIA

GODFREY PHILLIPS
—INDIA LIMITED—
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Indraprastha

Apollo

HOSPITALS

TOUCHING LIVES
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Reliance

WORLD BANK GROUP

TATA STEEL

AMITY

UNIVERSITY
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HOTELS & RESORTS
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e Equipment made to meet EN 16630 specifications - European
Standard for Permanently installed outdoor fitness equipment.

e Epoxy coating of atleast 100 micron to prevent any damage
from extreme weather conditions.

e Thick galvanized main post of 114 mm diameter.

e Thickness of pipes varies between 3.5 mm to 7.5 mm.

e Self lubricating German bearings for maintenance free usage.
e Reinforced foot pedals for extended life.

e J hook system with 18 mm thickness used for grouting for higher
stability and ease of installation.

e Non fading Virgin LLDPE makes all plastic components sun fade resistant.

e All open ends of pipe either sealed in or closed by GI/ LLDPE caps for
user safety.
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